
Eni forest 2T

oilproducts.eni.com
Eni SpA Refining&Marketing
Viale Giorgio Ribotta, 51 - 00144 Roma
+39 06 5988.1

Date 29/08/2018
Code 1461
Page 1

APPLICATIONS

Eni forest 2T is a synthetic thecnology lubricant suitable for agricultural or gardening 
equipment fitted with 2-stroke engine (chainsaws, motor mowers, tillers etc.).

CUSTOMER ADVANTAGES

 • Eni forest 2T minimizes the formation of deposits in regions exposed to high temperatures 
and in the exhaust clearances. Its characteristics ensure a very low smoke and excellent 
detergency of the engine components.

 • Eni forest 2T ensures a good protection against wear and corrosion of all mechanical parts.
 • The product is suitable for use in vehicles equipped with separate mixing systems and also 

for manual mixing.

SPECIFICATIONS - APPROVALS

 • JASO FC
 • API TC

CHARACTERISTICS

Properties Method Unit Typical

Density at 15°C ASTM D 4052 kg/m³ 872

Viscosity at 100°C ASTM D 445 mm²/s 10.1

Viscosity Index ASTM D 2270 - 123

Flash point (PM) ASTM D 93 °C 94

Pour point ASTM D 97 °C -33


